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1)MATERIAL: o
HOUSING:HI-TEMP. PLASIC UL 84V-0 )
CONTACT:COPPER ALLOY +H
SHELL:STANLESS STEEL %
2). PLATING : o

w

TERMINAL:

CONTACT AREA: Au GOLD FLASH.

SOLDER AREA: AU GOLD FLASH
UNDER PLATE: NICKEL.
SHELL: NICKEL PLATED OVER ALL.

SOLDER AREA: GOLD FLASH.

. SPECIALITY:

3.1 Rated current:1.0A

3.2 Rated voltage:30V

3.3 Contgct Resistance:50mQ MAX

3.4 Insulation Resistance:1000MQ MIN 500V DC

3.5 Dielectric withstanding voltage: 500V AC.

3.6 Solder ability:260+0/—-5?? 30+10s.

SIM CARD LAYOUT

Connector Pin Assignment

THIS AREA SHOULD BE FREE OF

RECOMMENDED PCB LAYOUT TOP VIEW (TOLERANCE:+0.05)

NO PATTERN AREA
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RECOMMENDED MATAL MASK T=0.12MM

(TOLERANCE: £0.05)

® HOOK | SUS304 NO PLATING 1

® SPRING | SUS NO PLATING 1

® SLIDE PA46 GLASS FILLED(OR EQUAL), UL 94vV—0, BLACK 1

@ | SHELL |STANLESS STEEL | cr 3o-1000" UNDER PLATED OVER ALL W
GOLD PLATED ON CONTACT AREA"A” SEE "PLATED CODE NOTE"

@ TERMINAL COPPER ALLOY GOLD FLASH PLA'EED ON CONTACT AREA"B” AND SOLDER TAIL AREA 1
NICKEL 50~150u UNDER PLATED OVER ALL

@) HOUSING | LCP GLASS FILLED(OR EQUAL), UL 94V—0, BLACK 1
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3.7 Durability:5000 Cycles Min. No. | Pin Name | Description
3.8 Operating condition:Temperature—40'C— +85'C ® c1 Vee of SIM DECIMALS: ANGLES:  [TITLE | BPin 1.37H PUSH PUSH Nano SIM CARD CONN.
Humidity 80% R.H MAX @ c2 RST of SIM
© c3 CLK of SM X :£0.5 X :£2° [DWN | ALLEN |PART NO. SMN-303
@ cs5 GND of SIM XX :£0.20 XX :£1 [cHKD | KEVIN  |SCALE:1:1 |UNIT: mm 7
® c6 Vpp of SIM YXX ot
® Y] /0 of SM : SR APVD | ERICW |[SIZE: A3 |SHEET:10F 1 | REV: A2
@ SW Detection Switch CUSTOMER COPY
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1. Mk (Material): PET, THICKNESS:0.35+0.05mm,COLOUR:TRANSPARENT

2.7 fh /34 /B8 (PRODUCT /REEL/QTY TABLE)
3ABEESDER: 10" ~10° QUUIREA, %45, %)
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DECIMALS: ANGLES:
X 1£0.5 X x2
X.X :£0.20 XX :£1°
XXX :+0.10

TITLE | 6Pin 1.37H PUSH PUSH Nano SIM CARD CONN.
DWN | ALLEN |PART NO. SMN-303

CHKD | KEVIN  |SCALE:1:1  |UNIT: mm @ =7
APVD | ERIC.W |[SIZE: A3 |SHEET:10F 1 | REV: A2
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